Introducing Premium Knotty Cypress

As the largest cypress millwork producer in the US,
we are proud to introduce a specialized grade for
American produced cypress paneling and siding. The
Premium Knotty grade produces small, tight-knot

appearance which is ideal for rustic applications.

In addition to the natural durability for exterior
applications, its natural golden color allows for
staining, painting, and clear finishes for interior

projects.

A lasting, durable solution...
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Technical Specifications

Why Use Cypress?

» Natural Oil “Cypressene” provides resistance to
insects and decay - no chemical treatment needed

« Available in 4/4 and 8/4 thickness

« Attractive in the natural state but also retains paint
well and stains beautifully

* Machines well, planes easily and resists warping

« Kiln Dried at state-of-the-art facility and machined
in-house

+ Grade Options: Sel & Btr, #2, and Premium Knotty

« Sustainability — excellent growth to harvest ratio
of 1.8 to 1.

« Large inventory for prompt shipment

Grade Rules:

Based on #2 Cypress with the following exceptions:
* Max knot size is 2"

« No open holes

« No through holes

« Maximum bark pocket is 4" in length

Strength and Mechanical Properties (inch-pound)?

Static Bending

Common Moisture Specific Modulus of Modulus of Work to Impact Compression Compression Shear Tension Side
Species Names Content Gravity (b) Rupture Elasticity (c) Maximum Bending Parallel Perpendicular Parallel Perpendicular Hardness
Load to Grain to Grain to Grain to Grain to Grain
Ibt/in? 10° Ibf/in? in-Ibt/in® in Ibt/in? Ibt/in? Ibt/in? Ibt/in? Ibf
Cypress Green - 12% 0.42 - 0.46 6,600 - 10,600 1.18-1.44 6.6-82 24 -25 3,580 - 6,360 400 - 730 810 - 1,000 270 - 300 390 - 510
Western Red Cedar Green - 12% 0.31-0.32 5,200 - 7,500 0.89-1.11 50-58 17 -17 2,770 - 4,560 240 - 460 770 - 990 220 - 230 260 - 350
Atlantic White Cedar Green - 12% 0.31-0.32 4,700 - 6,800 0.75 - 0.93 41-59 13-18 2,390 - 4,700 240 - 410 690 - 800 180 - 220 290 - 350
Eastern White Pine Green - 12% 0.34-0.35 4,900 - 8,600 0.99 -1.24 5.26.8 17 -18 2,440 - 4,800 220 - 440 680 - 900 250 - 310 290 - 380
# Resuits of tests on small clear specimens in the green and air-dried conditions. Definition of properties; impact bending is height of drop that ® Specific gravity is based on weight when ovendry and volume when green or at 12 percent moisture content.
causes complete failure, using 0.71-kg (50-Ib) hammer; compression parallel to grain is also called maximum crushing strength; compression ©Modulus of elasticity measured from a simply supported, center-loaded beam, on a span depth ratio of 14/1
perpendicular to grain is fier stress at proportional limit; shear is maximum shearing strength; tension is maximum tensile strength; and side To correct for shear deflection, the modulus can be increased by 10 percent.
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